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MuLTI-AWNING REMOTES

Stop All Stop All

All Awnings All Awnings
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i Driver Slde\|
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Passenger Side || |= =

Extend/Retract

Individual Awnings

Extend/Retract Individual "'"95

Exte ract
2-Awning Remote g Remote 1,035
Extend Press and release. The awm |II ext to the full extension and
stop automatically. Dusi rmal o , the awning will extend out

completely then roll ba \ tIyt e S|on to the fabric. @
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service. To access: open the access on the back of the case. Batteries

are available through your local batt@ ts.
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PROGRAMMING THE RF RECEIVER FOR A REMOTE
When adding or replacing a remote control, it is necessary to program the
transmitter and receiver.

1. Power to the control box must be on.

2. Locate the receiver box.

3. Press and release the “Press to Leamn
Transmitter” button on the bottom of the
receiver. The receiver is in program mode
when the red light comes on.

4. For Single Awning Key FOBS: Press and
release the sTOP button on the remote. The
red light will go out after the receiver learns

the remote signal. //;Lﬁ B
NOTE: awl LS

Pressing the stop button will

TO
EYE PORT
on RP24
Program
Mode
Press to Leam
Transmitter
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cause the blue up arrow button to Indicator Program
default as the open (extend) Light Butto‘p8018
function.

If a function button is pressed to train the receiver, it will be
programmed as the open (extend) button. Example: Pressing the
bottom button will program the bottom button for extend and the
top button as retract.
5. For Multiple Awning Remotes: Press and release the ANY button on the
remote. It is recommended to use the sToP button. The red light will go out
after the receiver learns the remote signal.

/\CAUTION
WHEN THE RECEIVER LEARNS THE TRANSMITTER SIGNAL, THE SYSTEM WILL PERFORM THE
OPERATION OF THE BUTTON PRESSED. EXAMPLE: PRESSING AN "EXTEND" BUTTON DURING
THE LEARNING PHASE WILL CAUSE THE AWNING TO EXTEND WHEN THE RECEIVER LEARNS THE
SIGNAL. USE CAUTION TO AVOID UNEXPECTED MOVEMENT BY THE AWNING.

6. Repeat for each additional remote.

OPERATIONAL NOTES:
e The transmitter and receiver operate on a frequency of 433MHz.

e The receiver exits the program mode after ten seconds.

e If the light does not come on in step 2, the memory is full and must be cleared. If
the light still does not come on, check the continuity of the cord between the boxes
and repair or replace as required. Pin 1 of the 1% connector goes to pin 1 of the 2"
connector etc.

e If the light does not go out above, the receiver knows the transmitter signal
or the battery in the Remote needs to be replaced.

e To clear the memory: PRESS AND HOLD the receiver learn button. While
holding the button, the indicator light should be OFF for the full 5 seconds
then come on.

e The receiver may be programmed for up to 5 remotes. Additional remotes
may be ordered separately.
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MANuUAL OVERRIDE

If 110V power is not available to the coach, the Apex awning can still be safely
retracted using the manual override.

1

1.  The bypass is located inside the
case, near the end cap. To
access, remove the large rubber
plug on top of the awning
located toward the rear of the
case on the motor side.

Manual
Override
Close Close

|
L
rl

° L2 {m@ ®)
T |
O
3
3
T
e
Ol
I |
b L‘ﬁ@

2. Chuck the supplied 7mm hex key
into a 3/8” battery powered drill. | §—— Lead Rail —§ |
3. Insert the hex key into the LH Motor RH Motor
manual override on the awning. RTA015a
4.  Operate the drill in the direction shown in the diagram to open and close the
awning.

5.  When done, reinsert the rubber plug.
AWNING CARE

Maintaining a Carefree Awning is easy. Just follow these basic steps:

e Always operate the awning according to the instructions.

e Periodically check that the fasteners are tight. Tighten if necessary.
e Keep the awning fabric and arms clean.

FABRIC CARE

/\CAUTION
DO NOT USE OIL BASED CLEANERS OR ANY CAUSTIC, GRANULATED, OR ABRASIVE TYPE
CLEANERS ON YOUR CAREFREE PRODUCT.

1. One of the best ways to keep the fabric looking good and to delay the need
for deep or vigorous cleanings is to hose fabrics off on a monthly basis with
clear water. This practice will help prevent dirt from becoming deeply
imbedded in the fabric. In most environments, a thorough cleaning will be
needed every two to three years.

2. When it's time for a thorough cleaning, the fabric can be cleaned while still
on the awning frame.
e For Acrylic Fabric — Use a stiff brush and warm water with soap.

3. When cleaning the fabric, it is important to observe the following:
Always use a natural soap, never detergent.

Water should be cold to lukewarm, never more than 100°F.
Air-dry only. Never apply heat to the fabric.

Always allow the fabric to dry thoroughly before retracting the awning.

POOLING

When water collects on the top of the fabric, this is known as "pooling". This can occur
during inclement weather or if a running air conditioner discharges over the awning.
The water is dumped when the awning is retracted. It is recommended that if water
accumulates on the top; retract the awning in steps (8"-12") to dump the water. This will
help prevent the fabric from stretching or distorting.
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CAREFREE MAJOR PRODUCT LIMITED WARRANTY

Carefree of Colorado (hereafter referred to as Carefree) warrants to the first retail
Purchaser that the Carefree Product is free of defects in material and
workmanship within the terms and conditions as set forth in the warranty
statement available online at www.carefreeofcolorado.com. Carefree’s obligation
under this warranty is limited to the repair or replacement, at Carefree’s option, of
any defective component with new or factory refurbished components.

OWNER MUST RETAIN THE ORIGINAL PROOF OF PURCHASE AND/OR HAVE THE PRODUCT
WARRANTY REGISTRATION ON FILE AT CAREFREE FOR WARRANTY CLAIMS.

THIS WARRANTY IS NOT TRANSFERABLE.

For
- Warranty Duration;
- Warranty Coverage and Exclusions;
- Warranty Terms of Coverage; and,
- Warranty Claim Procedures

Refer to publication
052580-111 "Carefree Major Product Limited Warranty"
available online at
www.carefreeofcolorado.com

Register your Carefree products on-line at www.carefreeofcolorado.com

Publications available on-line @ www.carefreeofcolorado.com:
052522-002 Apex Installation Manual
052522-230 Apex Owner's Manual
052522-301 Apex Service Manual

IMPORTANT NOTICE: It is strongly recommended that adjustments and repairs not
described in this book be performed by trained technicians at your Authorized
Carefree Dealer. Work performed by non-authorized persons or businesses may
void warranty.
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