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Control Box Enclosure Identification 
ENCLOSURES 
Enclosures for the Apex control units may vary between installations.  Actual installation is the same for all 
boxes with the noted exceptions shown below, primarily the box footprint.  Wiring to the control board(s) is the 
same for all enclosure configurations.  Boards are labeled "Motor 1", "Motor 2" etc.  Multiple awning control 
boards are not interchangeable between boxes.  Refer to the wiring diagrams starting on page . 

3”

2 1/2”

6 1/2”#8 x 3/4 Screw
(2 plcs min)

DR028a 

Discontinued for RV products in 2007 
Single Awning "clam shell" style control box.  Was typically used 
with the DSK style control switches.  For replacements, use 
R060607-001 (UL Enclosure) 

#8 x 3/4 Screw
(2 plcs min)

3”

3 1/2”

6 1/2”

DR028b 

To Be Discontinued for RV products in 2007 
2-Awning "clam shell" style control box.  Each box contains two 
control boards.  One box is required for 2-awning configurations. 
Control Box is obsolete for replacements use the 2-awning 
110VDR UL box. 

#8 x 3/4 Screw
(2 plcs min)

6 1/2”
(typ)

2 3/8”
DR028c 

Standard Control Enclosure (UL) 
Used for single, 2-awning and 4-awning configurations.  Single 
awning contains one control board; 2-awning configuration contains 
two boards.  Two boxes are required for 4-awning configurations.  
Boards are labeled "Motor 1", "Motor 2" etc. Multiple awning control 
boards are not interchangeable between boxes. 
Single awning control boxes marked "110VDR" uses the keypad 
control panel.  Single awning control boxes not marked or marked 
with "DSK" uses the DSK style switches. 
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