




















Carefree of Colorado Installation Manual ECLIPSE, AFTERMARKET 

052547-001r3 9 

FINAL ASSEMBLY 
ATTACHING THE FASCIA AND BOTTOM COVER 
For installations not using the exterior switch:  Set 
aside the end cover with switch and replace with an 
end cover with no switch (p/n R001103XXX).  Cover 
must be ordered separately. 

1. Make sure the awning is completely closed. 

2. Insert the tab, on the fascia, under the arm base 
and rest it on the mounting plate. 

3. Check that the gap between the top of the fascia 
and the arm channel is approximately 1/8". 

• If the gap is too large or too small, set the fascia 
aside, loosen the mounting plate screws and 
adjust the mounting plate height as required.  
Tighten the screws and set the fascia in position. 

4. Place the bottom cover beneath fascia.  Carefully 
tuck any wires into the bottom cover. 

NOTE: There are tabs on the top of the 
cover to correctly align the bottom 
cover and fascia.  The fascia should 
seat in the groove of the cover. 

5. Attach the cover to the fascia with the supplied socket head screws using a 9/64” Allen wrench.  The 
bolts must go through the cover, the plate, and the fascia.  

6. Repeat for the other side. 

7. Verify proper installation by opening and closing the awning. 

SECURING THE FABRIC 
1. Roll the awning in and out several times to make sure that the fabric is square on the rollbar. 
2. Secure the canopy using one, #6 x 3/8" hex head screw at both sides of the awning. 
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Figure 9.  Securing the Fabric. 

2.1 For vinyl awnings, place screw through awning rail, polyrod and canopy approximately 1” in from 
the end of the fabric. 

2.2 For Uniguard awnings, place screw through awning rail, polyrod and the soft connect material 
approximately 1" in from the end of the fabric. 

2.3 For Alumaguard awnings, place screw on the outer edge of the Alumaguard (not through the 
Alumaguard). 
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Figure 8.  Attaching the Fascia and Bottom Cover. 
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REMOVING THE TEMPORARY ASSEMBLY PINS 
2 pins are inserted into the back of the left (idler) head for lateral stability 
during installation.  Using a pair of pliers, remove and discard both pins. 

NOTE: The awning will operate with the pins in place; for long term 
use, the pins must be removed to allow for climate variances. 

 
 

INSTALLING THE TRACTIONERS 
The tractioners are used with the alumaguard metal fabric wrap and vinyl fabrics with Uniguard. 
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Figure 11.  Installing the Alumaguard Tractioner. 

1. Partially extend the awning until the Alumaguard/Uniguard is extended as shown. 
2. Unlock the keeper and wrap the tractioner around the roller tube.  
3. Position the tractioner under the Alumaguard/Uniguard with a 1/4” gap between Alumaguard and 

tractioner.  Lock the keeper. 
4. Repeat for the other end of the rollbar. 
5. Extend the awning to verify that the tractioners are lifting the metal wrap up and over the roller 

assembly.  
6. To secure the tractioner, drill a 1/8” hole through the tractioner and rollbar, roughly center the hole 

between two slots of the rollbar. 
7. Secure with one (1) #10 square drive screw. 

 
Figure 10.  Removing the Assembly 

Pins. 
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This Manual is Compliments of 

Northwest RV Supply 
86325 College View Road 

Eugene, OR 97405 

Local: 541-746-9092 

Toll-Free: 866-678-7467 

Fax: 541-736-5573 

http://www.nwrvsupply.com 

mail@nwrvsupply.com 

 

Northwest RV Supply carries a large spectrum of surplus, used, and new 

RV parts and components. Please feel free to visit our website for 

additional information. 




