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SERVICE MANUAL 

MANUALLY OPERATED PATIO AWNING
 

RV 
SPIRITFX, FIESTA AND SIMPLICITY AWNINGS

 

 

 

 

 

These instructions apply to all models listed.  
Details and procedures unique to a specific 

model are labeled appropriately.  For optional 
equipment, refer to the instructions included 

with the option. 
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INSTALLING END PLUG ADAPTORS 
Inspect the upper end of the arm channel.  If there is a 3/8" notch on one side (Detail A) no action is required.  If 
there is a 2" notch on each side of the channel, it will be necessary to install aluminum adaptors. 

(refer to Detail B) 
1. Turn the new spring assembly over. 

2. On the rear inside corners of the end 
plug, place the adapters as shown. 

3. Tap the adaptors in until the adapters 
"bottoms out" on the inside of the end 
plug. 

4. Return to the spring replacement 
procedures. 

SPRING WIND CHART 
Length of Awning Winds w/ Awning Closed Winds w/ Awning Open 

7' - 12' 5 13 
12.1' – 19' 7 15 
19.1' – 25' 8 16 

• To wind, rotate the end plug over the top and away from the coach. 
• To unwind, rotate the end plug over the top and towards the coach. 

REMOTE LOCK REPLACEMENT (SPIRIT AND FIESTA ONLY) 
1. Open the awning.  On the left arm, raise and lock the upper brace in position.  Do not forget to tighten 

the black lock knob. 

NOTE: As an additional safety, align the cotter pin holes in the LH cap and spring and temporarily 
insert a lock pin through the hole (reference Detail A in Figure 3 on page 5).  This will 
prevent the awning from closing if the upper brace is not adequately tightened. 

2. On the right side, tape the roller lock lever in the OPEN position. 

CAUTION 
THE ROLLER LOCK MUST STAY IN THE OPEN POSITION.  IF THE LEVER IS PUSHED TO THE CLOSE POSITION WHILE 

THE END PLUG IS NOT ATTACHED TO THE ARM CHANNEL, THE WOUND SPRING WILL UNWIND QUICKLY WITH 
SIGNIFICANT FORCE.  PERSONAL INJURY AND/OR PROPERTY DAMAGE COULD OCCUR. 

3. (Detail A)  Detach the end plug and lift off of the 
arm channel.  Unhook the old remote lock stirrup 
from the lock lever while lifting the roll bar. 
• It will be necessary to hold onto the arm 

when the end plug is removed. 
• It will be necessary to support or hold the 

roll bar during the next two steps. 

4. Slide the old remote lock out of the round 
groove of the right arm. 

5. Clean the groove then slide the new remote 
lock in.  Allow the lock to protrude over the 
arm channel. 

6. Lift the roll bar over the arm channel and hook the remote lock stirrup over the lever.  Slide the remote 
lock into the channel while sliding the end plug onto the arm. 

7. Align the holes and secure the end plug with the screw removed previously. 

8. Remove cotter pin (if installed) and the tape used to hold the lock lever in place. 

No Adaptors Required

End Plug

Adaptors
Adaptors Required SF019

Adaptors

 
Figure 4.  Adapter installation. 

Remote Lock

SF020

Roller Lock
Lever

DETAIL A
Right Arm Assy

Round Groove

DETAIL B
Remote Lock  

Figure 5.  Remote Lock Installation. 
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STANDARD MAINTENANCE 
Maintaining the Carefree Manual Patio Awning is easy.  Just follow these basic steps: 
• Always operate the awning according to the instructions. 
• Periodically check that the fasteners are tight.  Tighten if necessary. 
• Keep the awning fabric and arms clean. 

FABRIC CARE 
CAUTION 

DO NOT USE OIL BASED CLEANERS OR ANY CAUSTIC, GRANULATED, OR ABRASIVE TYPE CLEANERS ON YOUR 
CAREFREE PRODUCT. 

1. One of the best ways to keep the fabric looking good and to delay the need for deep or vigorous 
cleanings is to hose fabrics off on a monthly basis with clear water.  This practice will help prevent dirt 
from becoming deeply imbedded in the fabric.  In most environments, a thorough cleaning will be 
needed every two to three years. 

2. When it’s time for a thorough cleaning, the fabric can be cleaned while still on an awning frame. 
• For Vinyl Fabric – Use a soft brush and warm water with soap. 
• For Acrylic Fabric – Use a stiff brush and warm water with soap. 

3. When cleaning the fabric, it is important to observe the following: 
• Always use a natural soap, never detergent. 
• Water should be cold to lukewarm, never more than 100°F. 
• Air-dry only.  Never apply heat to the fabric. 
• Always allow the fabric to dry thoroughly before rolling up the awning. 

Mildew 
Mildew is a fungus growth that looks like dirt.  Vinyl coated polyester fabrics are mildew resistant because 
of a chemical biocide in the vinyl coating.  Under ordinary conditions, mildew will not appear.  However, in 
areas where high temperature and humidity are common, mildew can be a problem and required the 
material to be washed more frequently.  Thoroughly rinse the fabric with clean water and allow to air dry 
completely before rolling up the awning. 

Pooling 
When water collects on the top of the fabric, this is known as "pooling".  This can occur during inclement 
weather or if a running air conditioner discharges over the awning.  The water is dumped when the awning 
is retracted.  It is recommended that if water accumulates on the top, briefly retract the awning to dump the 
water.  This will help prevent the fabric from stretching or distorting. 

ARM CARE 
The best method of keeping the arms and braces operating smoothly is to clean them.  Dirt and debris can 
cause the channels not to slide easily. 
Periodically wash out the channels with running water (i.e. a hose) to keep them clean.  If the channels still 
do not slide easily, lightly spray the inside of the channels with a dry silicone lubricant, after the arms have 
been cleaned and dried thoroughly. 

Hardware Maintenance 
• Replace any parts that become damaged.  
• Periodically check all mounting hardware, screws, lags, etc., and re-tighten when necessary. 
• Locking knobs should be periodically loosened and removed then sprayed with a dry lubricant to 

prevent binding and locking. 
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PART NUMBER LISTING 
SPIRIT FX & FIESTA PART NUMBER CONFIGURATION 
Example: Part Number: 2 5  1 8  7 9  7 9 

STYLE CODE SIZE CANOPY COLOR FABRIC WRAP TYPE/COLOR 
25 18 79 79 

SPIRIT FX Vinyl w/ Black Castings 18’ Length Ocean Blue Vinyl Ocean Blue/Cream Weatherguard 
SPIRIT FX 
25 = Vinyl or Polyweave 

w/ Black Castings 
DV = Vinyl or Polyweave 

w/ White Castings 
26 = Acrylic w/ Alumaguard Ltd 

w/ Black Castings  
DW = Acrylic w/ Alumaguard Ltd 

w/ White Castings 
FIESTA 
86 = Vinyl or Polyweave  

w/ Black Castings Up To 21’ 
EP = Vinyl or Polyweave 

w/ Black Castings Over 21’ 
EA = Vinyl or Polyweave 

w/ White Castings Up To 21’ 
ER = Vinyl or Polyweave w/ 

White Castings Over 21’ 
SA = Vinyl or Polyweave 

w/ Alumaguard 
w/ Black Castings Up To 21’ 

SB = Vinyl or Polyweave 
w/ Alumaguard 
w/ Black Castings Over 21’ 

SE = Vinyl or Polyweave 
w/ Alumaguard 
w/ White Castings Up To 21’ 

SF = Vinyl or Polyweave. With 
Alumaguard 
/White Castings Over 21’ 

AB = Acrylic w/ Alumaguard Ltd 
W /Black Castings Up To 21’ 

ET = Acrylic w/ Alumaguard Ltd 
w/ Black Castings Over 21’ 

EB = Acrylic w/ Alumaguard Ltd 
w/ White Castings Up To 21’ 

EU = Acrylic w/ Alumaguard Ltd 
w/ White Castings Over 21’ 

8’ 
9’ 

10’ 
11’ 
12’ 
13’ 
14’ 
15’ 
16’ 
17’ 
18’ 
19’ 
20’ 
21’ 
22’ 
23’ 
24’ 
25’ 

VINYL 
00 =  WHITE 
02 =  CREAM 
51 =  GREEN FADE 
52 =  SIERRA BROWN 
53 =  PURPLE  
54 =  BURGUNDY BLUE 
55 =  BORDEAUX 
56 =  ALMOND MOCHA 
57 =  TEAL 
58 =  BLACK/GRAY 
60 =  AEGEAN BLUE FADE 
64 =  CAMEL FADE 
65 =  BLUE SLATE FADE 
77 =  ROSE 
78 =  JADE 
79 =  OCEAN BLUE 
80 =  SILVER FADE 
95 =  BURGUNDY FADE 

CUSTOM GRAPHICS 
99 =  AMERICAN FLAG  
9B =  CHECKERED FLAG 

POLYWEAVE 
RA =  CHARCOAL 
RB =  BLUE 
RC =  MAROON 
RF =  TAUPE 
RI =  EMERALD 

ACRYLIC 
18 =  CHOCOLATE 
38 =  CAPTAIN NAVY 
40 =  SAPPHIRE BLUE 
CW =  TOAST 
ES =  SOLID TEAL 
ET =  SOLID BURGUNDY 
GA =  TEAL 
GK =  DEEP BLUE 
GL =  CHESTNUT BROWN 
GM =  BURGUNDY STRIPE 
AVAILABLE IN HORIZONTAL 
OR VERTICAL STRIPE OR 
SOLID. 

CUSTOM ACRYLIC 
140 custom colors are available 
–see Sunbrella swatch book or 
on-line @www.sunbrella.com. 

VINYL 
00 =  WHITE 
02 =  CREAM 
77 =  ROSE/CREAM 
61 =  NAVY/WHITE 
57 =  TEAL/CREAM 
67 =  TEAL/WHITE 
79 =  OCEAN BLUE/CREAM 
69 =  OCEAN BLUE/WHITE 
52 =  SIERRA BROWN/CREAM 

ALUMAGUARD / UNIGUARD 
25 =  WHITE 
23 =  SATIN 
22 =  CAMEO (Uniguard Only) 

CUSTOM 
ALUMAGUARD / UNIGUARD 
JB =  CHAMPAGNE 
JZ =  PEWTER 
JV =  BLACK 
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NOTES: 
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