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SAFETY INFORMATION 

WARNING 
A WARNING INDICATES A POTENTIALLY HAZARDOUS SITUATION WHICH, IF NOT AVOIDED, COULD RESULT IN 

DEATH OR SERIOUS INJURY AND/OR MAJOR PROPERTY DAMAGE. 

CAUTION 
A CAUTION INDICATES A POTENTIALLY HAZARDOUS SITUATION THAT MAY CAUSE MINOR TO MODERATE 

PERSONAL INJURY AND/OR PROPERTY DAMAGE.  IT MAY ALSO BE USED TO ALERT AGAINST UNSAFE PRACTICES. 
NOTE: A note indicates further information about a product, part, or step. 
Tip: A tip provides helpful suggestions. 

Safety Notes: 
• Always disconnect battery or power source before working on or around the electrical system. 
• Always wear appropriate safety equipment (i.e. goggles). 
• Always use appropriate lifting devices and/or helpers when lifting or holding heavy objects. 
• When using fasteners, use care to not over tighten.  Soft materials such as fiberglass and aluminum 

can be "stripped out" and lose the ability to grip. 
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STANDARD SWITCH AND WIRING 
1. Determine the location of the switch. 

• There is approximately 8’ of wire from the point of entry. 
• Location should provide the operator a view of the awning during operation. 
• The switch requires a 2 3/4” x 2 3/4” area on the mounting surface and a minimum clearance depth 

of 2 3/4” from the mounting surface. 
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Figure 8.  Switch Installation. 

WARNING 
TERMINALS 1 AND 4 ARE CAPPED WITH FULLY INSULATED CONNECTORS.  THESE TERMINALS MUST REMAIN 

CAPPED AT ALL TIMES. 
2. Using a 2 1/4” hole saw, cut a hole through the mounting surface. 

3. Route the awning wires through the hole and terminate with spade connectors. 

CAUTION 
ALWAYS DISCONNECT THE BATTERY AND ELECTRICAL SOURCES BEFORE WORKING WITH THE ELECTRICAL 
WIRING. 
4. Run a 14 gauge wire (never use less than 16 gauge) from the power distribution panel (auxiliary 

battery circuit) or equivalent.  The circuit should be protected by a 15 amp fuse. 

5. Run a wire to system ground. 

6. Route the two new wires through the hole and terminate with spade connectors. 

7. Push the switch into the face plate until the tabs on the switch “click” into place behind the face plate.  
Ensure that the switch and face plate are oriented as shown. 

8. Attach the four wires to the switch as shown. 

9. Restore vehicle power and test operation. 

10. If the awning operates in a reverse to the switch plate markings: 
• Shut off power; 
• Reverse the red and black motor leads; 
• Restore power and test. 

11. Push the wires and switch into the mounting hole and secure the plate using four (4) #6 x 1/2” screws. 
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WIRING USING THE RELAY MODULE (OEM INSTALLATIONS ONLY) 
The relay module is used only with selected OEM installations. 

CAUTION 
ALWAYS DISCONNECT THE VEHICLE BATTERY AND ELECTRICAL SOURCES BEFORE WORKING WITH THE 

ELECTRICAL WIRING. 
NOTE: a) The switch(es) must be momentary on, single pole, double throw, center OFF 

 (Momentary ON – OFF – Momentary ON). 
b) The recommended cable from the switch to the awning should be 2-conductor, 20AWG, 

stranded, PVC coated, unshielded wire. 
1. Route a cable for the motor wires from the motor location through the carriage walls to the location of 

the switch/relay module. 
2. Butt-splice the motor wires to the installer furnished cable wires.  Match the wire colors. 
3. Determine the location of the switch. 

• Location should provide the operator a view of the shade during operation. 
• Follow the switch manufacturer’s directions for preparing the switch mount location. 
• The relay module must be mounted within 16” or less of the switch location. 

4. Separate the wires from the relay module into 3 groups: 
• Brown, yellow and gray with spade terminals (primary switch), 
• Black and red with spade terminals (power leads), 
• Connector bundle with: Brown, yellow and gray (switch), and 

  Blue and white (motor). 
NOTE: The relay module harness is supplied with one connector installed.  The installer must 

furnish the mating connector (p/n 1-480704) and terminals (p/n 350547-3) for the 
exterior switch and motor cables.   Vendor: AMP/Tyco Electronics. 

5. Measure and cut away any excess cable from the motor and primary switch wires.  Terminate the 
wires and install in the mating connector as shown below. 

4. Run an 18 gauge wire from the power distribution panel (auxiliary battery circuit) or equivalent to the relay 
module.  The circuit should be protected by a 5 amp fuse (the motor has a maximum 2 amp stall current). 

5. Run a wire from chassis ground to the relay module.  Suitable ground would be the vehicle chassis or 
conductive structure connected to the chassis. 

6. Butt-splice the two wires to the power wire leads on the module.  Black is ground, red is +12VDC. 
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Figure 9.  Relay Module Wiring Diagram. 

7. Restore vehicle power and test the switch operation.  Note which direction raises the shade and which 
direction lowers the shade. 

8. Orient the switch so that pushing the switch up corresponds with raising the shade, pushing the switch 
down corresponds with lowering the shade.  Install the switch into the mounting surface. 
NOTE: If the switch cannot be reoriented, reverse the top and bottom leads to the switch to 

reverse awning direction. 
9. On the relay module, remove the paper cover on the adhesive foam and press the module onto a flat surface. 
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