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These instructions apply to all models listed. Details and procedures unique to a specific
model are labeled appropriately.
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MIRAGE Service Manual Carefree of Colorado
ltem | Part Number | Description | Notes
Notes: 1. XXX = Color; xxx = Length in inches.

2. End Caps w/ Lights and Speakers have been discontinued and are no longer available.

3. Direct Response system is available as a factory option for the Mirage. Upgrade kits are available for Mirage
(SR0035) and Girard awnings (SR0038).

4. Ignition Lockout Sensor is an option for the Direct Response System Only.

5. ltem 23 relay box has been discontinued. For replacements use control box (item 27) with switches
(items 28, 29)

6. Replacement motion sensors must be mounted vertically. If replacing a horizontal mount sensor, it will be
necessary to order and install R001356 bracket kit.

7. The DSK style switch assy must be used with item 36 control box. The keypad (item 41) must be used with
the "110VDR" control box (item 37).

8. Item 14 (LH Spring Arm Assy) contains items 15 and 16 (LH Knuckle and Lead Rail Connector).

9. Item 17 (RH Spring Arm Assy) contains items 18 and 19 (RH Knuckle and Lead Rail Connector).

10. Key FOB and Receiver must match in frequency (418 MHz or 433 MHz). 418 MHz receivers are marked
"RR24" and have a blue band or no band around the antenna. 433 MHz receivers are marked "RR" and
have a red band around the antenna. Refer to the "Operational Notes" on page 25 for application differences
between "Version 1" and "Version 2" remotes and receivers.
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