











052930E-002 Carefree ONE-Touch Awning

? POSSIBLE CAUSE (6): No power to the motor.
PROBABLE SOLUTION (6): Check for 12 volts at motor cover

terminals, when switch is on. If there is no power there, check all wiring
connections and grounds and make sure there is good contact. Repair as

necessary.
Disconne&
? POSSIBLE CAUSE (7): Faulty component in the awning.  from WQ‘

N

war
Is at

PROBABLE SOLUTION (7): Disconnect the power plug at the RV
Using jumper cables provided connect a 12VDC source directly to the t%a
the motor cover. If this fails to operate the awning then there is a fa&
component. At this point contact Carefree.

? POSSIBLE CAUSE (1): RV is not Ievel.\\
* PROBABLE SOLUTION (1): Level Q 6
? POSSIBLE CAUSE (2): Thec ofWne oIIQ
Assembly is not at the same height as nter of th

Awing Rail. .
- PROBABLE soumc@ Move thaadjusele leg at ® %
the base of the Arm Assengbly s the cent % Roller

Assembly is closer to the ré&height as the%r of the rail. \

? POSSIBLE C@@(l’)) R@Q’er on one side than it Q Q

is the other C‘ :

Assembles ust stop ordingly until the Roller @ Screw Assembly

Assembl ered on th&QwMhg Rail on both ends. (Both #e

mu ured bec it ™ possible that the relationshf

betwe Awning the center of the Bottom Kt I

vary front one ar ther). Q Grasp Adjustable leg here and
adjust lower arm up or down (as

* / shown to the right)

until center of roller tube is closer
in height to the center of the
Awing rail.

? POSSIBLE CAUSE (4): If an Alumaguar@wning, the
traction masters may not be installed or are not instaked
correctly.

PROBABLE SOLUTION (4): Install or adjust tra

master as shown on page 11 of this manual .
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052930E-002 Carefree ONE-Touch Awning

SYMPTOM: Awning does not retract or retracts slowly (greater than 30 seconds)

? POSSIBLE CAUSE (1): Motor Under powered

PROBABLE SOLUTION (1): Check voltage from battery. If receiving low voltage charge battery.
? POSSIBLE CAUSE (2): Poor Connections or broken wires.

PROBABLE SOLUTION (2): Clean and reinstall connections. Inspect wire for cuts, etc. and replace if
necessary.

POSSIBLE CAUSE (3): Inadequate wire size. Wire is not a heavy of enough gauge to carry the
necessary load.

PROBABLE SOLUTION (3): Minimize wire length and / or maximize wire size. A minimum of 14 gauge
wire should be used. Use a larger gauge wire if running the wire a long span. Even though a minimum of 14
gauge wire is required, 10 or 12 gauge wire is preferred for the primary 12 Volt power wire.

SYMPTOM: Rafter arms rest on side of RV or backside of awning arm during retraction or
extension.

? POSSIBLE CAUSE (1): The roller assembly is not centered to the
Awning Rail.

PROBABLE SOLUTION (1): Center roller assembly

properly to Awning Rail. Bracket should
straddle and also rest
? POSSIBLE CAUSE (2): Top bracket is mis-aligned up against the bottom

of the Awning Rail.
PROBABLE SOLUTION (2): Reposition top bracket.

SYMPTOM: Fabric will not tension.

Adjust Rafter shock

? POSSIBLE CAUSE (1): The Upper Carriage is not collar until its up
properly adjusted to allow Gas Shock to set the rafter. against the body of
the shock

PROBABLE SOLUTION (1): Push the Extend
Button on the Switch Panel and completely extend
awning. Loosen the 9/64” Hex Head screws on the Lower .
Carriage as shown below. Move the carriage down 8” to Inside of Arm
10” and snug the screws up so the carriage won't fall down
| into the arm. Push the Retract Button on the switch panel
and retract the awning one revolution. Move lower carriage
up until it touches the bottom of the top carriage.
Re- tighten clamping screws with 9/64” hex wrench.

(see right).

? To release Carriage, loosen screws
here. Be careful not to allow Carriage to
slide down the Arm Channel.

? Adjust Lower Carriage until it touches
the bottom of the Upper Carriage.

? Re-tighten screws.
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Carefree ONE-Touch Awning

Section Four Maintenance

= Periodically clean the fabric using a mild laundry
detergent or an approved aftermarket awning or vinyl
cleaner.

= When using cleaners, be sure to follow the manufactur-
ers instructions carefully.

= Use only a soft brush for cleaning or scrubbing.

= Be sure to clean both sides of the fabric and to rinse
thoroughly.

= Allow the fabric to dry completely before retracting the
Carefree ONE-Touch Patio Awning.

Do not use oil based cleaners or any caustic, granulated, or
abrasive type cleaners on your Carefree ONE-Touch Patio
Awning.

Section Five

CAREFREE OF COLORADO AWNINGS
“TWO & FOUR” YEAR LIMITED WARRANTY

1. DURATION: Two years on parts, freight and labor on
canopies; and four years parts, freight and labor on spring
assemblies (or motors), rollers and hardware. Please re-
tain dated proof of purchase (receipt). Warranty duration is
not extended by the length of time the product is not in use
or the time which purchaser is deprived the use of the prod-
uct. The duration of coverage on parts and repairs provided
as per this warranty shall be determined by the date of the
original product purchase (not by the date of repairs).

2. PRODUCTS:. Warranty covers all Carefree of Colorado
ONE-Touch, Spirit, Fiesta, Simplicity, patio awnings and all
Carefree Window Awnings installed and operated as per
Warrantor’s instructions.

3. WHO GIVES THIS WARRANTY (WARRANTOR);
Carefree of Colorado
a Scott Fetzer Company

Telephone: 1-303-469-1152

Fax: 1-303-460-9106

2145 West 6th Avenue

Broomfield, CO 80020
No other person or company is authorized to change or
amend the Warrantor’s obligations set forth in this warranty.

= Replace any parts that become damaged.

= Once per camping season, clean the contacts on the
electrical harness and receptacle on the side of the RV.

= Periodically check all mounting hardware, screws, lags,
etc., for tightness. Re-tighten when necessary.

Keep the arm assemblies clean and free of debris by
periodically flushing them with low pressure water (avoid
introducing water into the motorized and non-motorized
housings).

? Periodically apply dry silicone lubricant to both the arm
assemblies and hardware beneath the motorized and
non-motorized housings.

When storing the RV turn the switch key to the “OFF”
position and remove the key.

Warranty Information

4. WHO RECEIVES THIS WARRANTY (ORIGINAL PUR-
CHASER): The first (“Original Purchaser”), other than for
purposes of resale, of the Carefree of Colorado product that
is properly installed and operated within the continental US
and Canada.

5. WHAT IS COVERED UNDER THIS WARRANTY:
Defects on the manufacturer’'s material and
workmanship of product under normal use, and which occur

within the duration of the warranty period. On all awnings,
the following parts are covered only as follows:

a) Fabrics, free from quality defects (normal wear and
fading are excluded);

(b) Roller Tube, against extrusion defects;

(c) Springs (or Motor) Assembly(ies), against breakage; and
(d) Hardware, against extrusion defects.

6. WHAT IS NOT COVERED UNDER THIS WARRANTY:

A. Fabric damage such as pinholes or tears not reported
within ten (10) calendar days of purchase;

B. Improper installation and/or any damage or failure that
results from improper installation of the product, including
fabric damage caused by improper installation;

C. Product abuse and normal wear. “Normal wear” includes
the occasional need to re-tension the awning;
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D. Conditions that are not related to the material or work-
manship of the product: including any failure that results
from an accident, wind, rain, water pooling, or other acts of
God; purchaser’s abuse; neglect; failure to operate, or use
or maintain the product in accordance with the instructions
provided in the Owner’s Manual supplied with the product;
(failure to operate the product(s) in accordance with
instructions in the Owner’'s Manual and on the product shall
also include the removal or alteration of any product
component or device. In the event of any such removal or
alteration, this warranty is void);

E. ANY INCIDENTAL, INDIRECT, OR CONSEQUENTIAL
LOSS, DAMAGE, OR EXPENSE THAT MAY RESULT
FROM ANY DEFECT, FAILURE, OR MALFUNCTION OF
THE CAREFREE OF COLORADO PRODUCT. Some
states do not allow the exclusion or limitation on incidental
or consequential damages, so the above limitation or exclu-
sion may not apply to you.

F. Any failure that results from the use of another product
with a Warrantor’s product that

is not specifically approved by the Warrantor.

7. RESPONSIBILITIES OF WARRANTOR UNDER THIS
WARRANTY: Repair or replace at Warrantor’s option, of
the covered part(s) which Warrantor, in the exercise of its
reasonable discretion, determines to be defective; provided
that the Warrantor receives notice of the defect within the
stated warranty period for that respective product/
component. Warrantor will also pay the respective servicing
dealer or agent for performing any repairs authorized by
Warrantor as per the terms of this warranty.

8. RESPONSIBILITIES OF ORIGINAL PURCHASER UN-
DER THIS WARRANTY:

A. Retain dated Proof of Purchase for specific product, and
provide it as requested.

B. Inspect the awning upon purchase to confirm the
condition of the canopy and the proper operation of the
product.

C. Perform “Periodic Preventative Maintenance” as speci-
fied in Owners Manual.

D. Deliver any product claimed or found defective during
warranty period to the nearest Carefree of Colorado
Authorized Service Dealer. The Original Purchaser is
responsible for any expenses related to delivery or

pick up of product to/from the Service Dealer. Visit
carefreeofcolorado.com for the name of nearest Authorized
Service Dealer, or call Carefree at the phone number shown
above.

Carefree ONE-Touch Awning

E. Use reasonable care in the operation and maintenance
of the products as described in the Owner’'s Manual sup-
plied with the product(s).

9. WHEN WARRANTOR WILL PERFORM REPAIR OR
REPLACEMENT UNDER WARRANTY.

A. Repair or replacement will be scheduled and per-
formed according to normal work flow at the nearest Au-
thorized Service Dealer, and depending on the availability
of

replacement parts.

B. If the purchaser does not receive satisfactory results
from the Authorized Service Dealer, the purchaser should
contact the Carefree of Colorado Customer Service
Department (see paragraph 2).

THIS WARRANTY GIVES YOU SPECIFIC LEGAL
RIGHTS AND YOU MAY ALSO HAVE OTHER RIGHTS
WHICH VARY FROM STATE TO STATE. No action to
enforce this warranty shall be commenced later than
_30___ days expiration of the warranty period.

The Duration of this Limited Warranty also limits the
duration of any implied warranty such as warranty of
merchantability or fitness for a particular use or purpose.
Some states do not allow such limitations so the implied
warranty limitation may not apply to you.

Carefree of Colorado reserves the right to change the
specifications and design of any product without notice and
with no obligation to make corresponding changes to
products previously manufactured.
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ONE-Touch 12Volt Patio Awning Troubleshooting

ONE-TOUCH PATIO AWNING

TROUBLE SHOOTING CHARTS

TABLE OF CONTENTS

AWNING WON'T ROLL OUT/IN ELECTRICAL ..o
AWNING WON'T ROLL OUT/IN MECHANICAL ...
AWNING ROLLS IN OR OUT UNEVENLY ...
RAFTER WILL NOT FULLY EXTEND ..o

AWNING RETRACTS MORE THAN 30 SECONDS.........coiiiiiiiiiene.

TOOLS NEEDED

1. VOLT/OHM METER
2. PHILIPS SCREWDRIVER

3. 9/64" ALLEN WRENCH

04JANO1
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ONE-Touch 12Volt Patio Awning Troubleshooting

AWNING WON'T ROLL OUT/IN

(ELECTRICAL)

IS THE SWITCH ON?

CKECK FUSE
CHECK VOLTAGE AT MOTOR
COVERTERMINALS
(WITH METER).

.

IS IT GREATER THAN 11.0V
WHILE PUSHING EXTEND/
RETRACT SWITCH?

BATTERY MUST BE FULLY
CHARGED AND THE RV
LEVEL. POLARITY TO
CONTROL MODULE MUST BE
CORRECT OR CIRCUIT WILL
NOT WORK. (SEE FIGURE 1)

TURN

SWITCH ON —|

SEE AWNING WON'T
ROLL OUT
(MECHANICAL)

UNPLUG RAFTER
HARNESS PLUG FROM
OUTSIDE WALL
RECEPTACLE ONRV.

+

APPLY 12 VOLTS
DIRECTLY TO
TERMINALS ON
MOTOR COVER

SEE AWNING WON'T
ROLL OUT
(MECHANICAL)

DOES AWNING ROLL
OUT/IN?

APPLY 12V TO
RAFTER HARNESS 12 Voli Power

PLUG Source Harmess

$ CHECK CONNECTIONS IN
DOES AWNING ROLL >®_> RAFTER PLUG HOUSING.
OUT/IN? REPAIR OR REPLACE
HARNESS

RECONNECT RAFTER
HARNESS PLUG TO OUTSIDE
WALL RECEPTACLE.
DISCONNECT 2-PIN MOTOR
CONNECTOR FROM CONTROL
MODULE AND APPLY 12
VOLTS TO PINS ON PLUG.
(SEE FIGURE 1)

J-Pin
v Corneclor

DOES AWNING ROLL
OUT/IN?

CHECK WIRE FOR AT LEAST 14
GAUGE. CHECK ALL
CONNECTIONS FROM 2-PIN
MOTOR CONNECTOR TO OUTSIDE
RECEPTACLE. REPAIR OR
REPLACE WIRE CONNECTIONS

Swich Panel

RECONNECT 2-PIN MOTOR CONNECTOR TO
CONTROL MODULE. ADJUST CURRENT LIMIT r
POT TO UPPER LIMIT. (SEE FIGURE 1)

DISCONNECT 3-PIN CONNECTOR FIGURE 1
v FROM CONTROL MODULE.
MEASURE FOR CONTINUITY

POES AN NS ROLL BETWEEN BLACK AND BLUE WIRE
‘ WHILE DEPRESSING EXTEN/
RETRACT SWITCH IN EACH
DIRECTION. (SEE FIGURE 1)

$ RECONNECT 3-PIN CONNECTOR TO CONTROL

REPAIR OR REPLACE DOES METER READ 0 ohms MODULE. MEASURE VOLTAGE BETWEEN GND.
S On BANEL METER READ AND +12VDC ON 3-PIN CONNECTOR OF
CONTROL MODULE WHILE DEPRESSING
EXTEND/RETRACT SWITCH. SEE FIGURE 1

INSPECT WIRING FOR AT LEAST 14 GAUGE
REPLACE CONTROL IS VOLTAGE GREATER FROM POWER SOURCE TO CONTROL
MODULE THAN 11 VOLTS? MODULE. CHECK ALL CONNECTIONS FROM
052958-001

POWER SOURCE TO CONTROL MODULE
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AWNING WON'T ROLL OUT

(MECHANICAL)

ADJUST TRACTIONER TO
ENGAGE ALUMAGUARD

GOES AWNING ROLL OUT?

CHECK AND VERIFY THAT ROLL
BAR CENTER AND AWNING
RAIL CENTER ARE AT THE

SAME HEIGHT. IF NOT ADJUST

STOP BOLT ON ARM
ASSEMBLY.

DOES AWNING ROLL OUT?

VERIFY TIMING IS CORRECT
AND THAT THE AWNING
LIFTS AT 2 REVOLUTIONS
WHILE EXTENDING (BOTH
ENDS MUST MATCH)

RV MUST BE DOES ROLL BAR TURN?
LEVEL

ONE-Touch 12Volt Patio Awning Troubleshooting

UNPLUG RAFTER HARNESS
FROM RECEPTACLE ON RV WALL.
DRIVE AWNING FROM RV WITH
DRILL MOTOR AND 9/64" HEX BIT

DOES AWNING ROLL OUT?

SEE

IN"
ELECTRICAL

"AWNING WON'T ROLL OUT/

REMOVE MOTOR COVER.
DISCONNECT RAFTER HARNESS
PLUG FROM RV WALL RECEPTACLE;
DISCONNECT MOTOR LEADS FROM
COVER TERMINALS; CONNECT 12V
TO MOTOR LEADS

DOES AWNING ROLL OUT?

CHECK MOTOR LEADS FOR
GOOD CONNECTIONS.

REPLACE MOTOR

REMOVE COTTER PIN FROM
NON-MOTOR SIDE COVER

AWNING WON'T ROLL IN

(MECHANICAL)

RV MUST BE

LOOSEN LOWER CARRIAGES

LEVEL

A 4

AND COLLARS ON SHOCKS

DOES AWNING ROLL IN?

INSTRUCTIONS

ADJUST RAFTER CARRIAGES
AND COLLARS ON SHOCKS PER

ARE T

DOES AWNING ROLL IN?

HE ARMS BENT?

| REPLACE ARM ASSY.

IS DRIVE SHAFT BENT?

REPLACE DRIVE SHAFT | (

ISTHIS COMPETITORS SEE
ROLL BAR?

G

ROLL BAR

REPLACE WITH CAREFREE

SEE

CHECK TIMING MEASURE
DISTANCE FROM CENTER
OF ROLLBARTO BOTTOM
BRACKET ON EACH ARM.
ADJUST AS NECESSARY
WITH + 1/2"

DOES AWNING ROLL \N’.D




ONE-Touch 12Volt Patio Awning Troubleshooting

AWNING ROLLS IN OR OUT UNEVENLY

(MECHANICAL)

(FOR ACRYLIC AWNINGS) A
THE TRACTIONERS ENGAGING
THE ALUMAGUARD AT BOTH

ENDS?

,

ADJUST BOTH TRACTIONERS
TO ENGAGE ALUMAGUARD
AND /OR ADJUST (RAISE OR
LOWER) ONE STOP BOLT ON

ARM

@OES AWNING ROLL INOROU

EVENLY?

VERIFY BOTH BOTTOM
BRACKETS ARE THE SAME
DISTANCE FROM AWNING

RAIL

GOES AWNING ROLLINOROUT

EVENLY?

ADJUST TIMING SO BOTH
ARM CHANNELS RISE AFTER
2ND REVOLUTION OF ROLL

BAR
I
€OES AWNING ROLL INOROU

EVENLY?

CHECK TIMING. MEASURE

DISTANCE FROM CENTER

OF ROLL BAR TO BOTTOM

BRACKET ON EACH ARM.

ADJUST AS NECESSARY
WITH £ 1/2 "

DOES AWNING ROLL INOR OU
EVENLY?

VERIFY THAT STRAP IS NOT
TWISTED, IF IT IS TWISTED
REPAIR OR REPLACE
I
@)ES AWNING ROLL INOROUT

ENRAR SRS

EVENLY?

¢
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ONE-Touch 12Volt Patio Awning Troubleshooting

RAFTER WILL NOT FULLY EXTEND

(MECHANICAL)

RAFTER LENGTH MUST BE EQUAL FROM PIVOT
POINT TO PIVOT POINT. RAFTER LENGTH MUST BE
1/2 OF CANOPY EXTENSION = 1"

CHECK RAFTER LENGTH

ADJUST RAFTER CARRIAGES AND LOOSEN LOWER CARRIAGES AND
SHOCK COLLARS SHOCK COLLARS

YES DOES RAFTER FULLY EXTENDW

GOES RAFTER FULLY EXTEND?

VERIFY TIMING IS CORRECT AND THAT
THE AWNING LIFTS AT 2 REVOLUTIONS
WHILE EXTENDING

GOES RAFTER FULLY EXTEND?
CHECKTIMING. MEASURE
DISTANCE FROM CENTER
OF ROLL BAR TO BOTTOM |

BRACKET ON EACH ARM.
ADJUST AS NECESSARY
WITH + 1/2 "

@OES RAFTER FULLY EXTEND?

CHECK STRAP FOR TWISTING.
REPAIR OR REPLACE

052958-001



ONE-Touch 12Volt Patio Awning Troubleshooting

AWNING RETRACTS MORE THAN 30
ECONDS (eLecTrICAL)

S

SEE AWNING WON'T
ROLL IN
(MECHANICAL)

Q.

S

HECK VOLTAGE AT MOTOR
COVER TERMINALS (WITH
METER) IS IT GREATER THAN
11.0V WHILE PUSHING RETRACT
BUTTON?

UNPLUG RAFTER HARNESS
PLUG FROM WALL
RECEPTACLE ON RV. APPLY 12
VOLTS DIRECTLY TO
TERMINALS ON MOTOR
COVER

THAN 30 SECONDS?

APPLY 12V TO

2

o | RAFTER HARNESS
= PLUG

THAN 30 SECONDS?

RECONNECT RAFTER
HARNESS PLUG TO OUTSIDE
WALL RECEPTACLE.

DISCONNECT 2 PIN MOTOR
PLUG FROM CONTROL
MODULE AND APPLY 12

VOLTS TO PLUG

OES AWNING RETRACT MOR5

OES AWNING RETRACT MOR?

OES AWNING RETRACT MORE
THAN 30 SECONDS?

;2 Y
o

CHECK WIRE FOR AT LEAST 14
GAUGE. CHECK ALL
CONNECTIONS FROM 2-PIN
CONNECTOR TO OUTSIDE WALL
RECEPTACLE. REPAIR OR
REPLACE WIRE CONNECTIONS

CONTROL MODULE

FIGURE 2

RECONNECT 2 PIN CONNECTOR TO
CONTROL MODULE. ADJUST CURRENT LIMIT
POT TO UPPER LIMIT

AWNING RETRACTS MORE THAN
CONDS (MEcHANICAL)

30 SE

LEVEL

RV MUST BE LOOSEN LOWER CARRIAGE

AND SHOCK COLLAR

DOES AWNING RETRACT MOR

E
THAN 30 SECONDS? )

ADJUST RAFTER CARRIAGE
AND COLLAR ON SHOCK PER
INSTRUCTIONS

REMOVE MOTOR COVER.
DISCONNECT RAFTER
HARNESS PLUG FROM RV
WALL RECEPTACLE;
DISCONNECT MOTOR
LEADS FROM COVER
TERMINALS; CONNECT
12V TO MOTOR LEADS

|
DOES AWNING RETRACT MORE
THAN 30 SECONDS?

CHECK MOTOR LEADS FOR

GOOD

REPLACE MOTOR

CONNECTIONS.

| REPLACE DRIVE SHAFT |

DOES AWNING RETRACT MORE
THAN 30 SECONDS?

IS DRIVE SHAFT BENT?

IS THIS AN A&E
ROLLBAR ?

REP

LACE WITH CAREFREE
ROLL BAR

052958-001

REPLACE ARM ASSY.

CHECK TIMING.

MEASURE DISTANCE
FROM CENTER OF
ROLL BAR TO BOTTOM
BRACKET ON EACH
ARM. ADJUST AS
NECE?SARY

¢

OES AWNING RETRACT MORE
THAN 30 SECONDS? SEE




This Manual is Compliments of

Northwest RV Supply

86325 College View Road
Eugene, OR 97405

Local: 541-746-9092
Toll-Free: 866-678-7467

Fax: 541-736-5573

http://www.nwrvsupply.com
mail@nwrvsupply.com

Northwest RV Supply carries a large spectrum of surplus, used, and new
RV parts and components. Please feel free to visit our website for
additional information.





