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Table 1 

Meas-
urement 
in figure 
6 

Hole 
number 
below is 
where 
handle 
pin 
should 
be 

 Length of 
adjustable 
leg 

76” 4 14.5” 

77” 5  

78” 6  

79” 7  

80” 8  

81” 9  

82” 10  

83” 11  

84” 12  

85” 13  

Awning Rail 

figure. 6 

center of  
pivot slot 

Bottom Bracket Table 1 

D. Pull Lift Handle outward (6A) and adjust the motor-
ized arm assembly to the proper length using Table 1.  
Match the measurement taken in step 6 to the  
appropriate numbered hole in the adjustable leg where 
the handle pin will insert.   Line pin of the handle up 
with the appropriate hole and release handle.  (Figure 
7) (right) 

C. Measure the distance between the bottom brackets 
and the awning rail (figure 6).  

Figure 6A 

Pull Lift Handle 
Outward 

Lift Handle 
Adjustment Pin 

hole #1 

Adjustable Leg 

#2 

#3 

#4 

#5 

Note:  There are a Total of 11 
Holes.  Only 5 shown here 

Pull Handle 
Outward 

Line Handle Pin Up With  
Appropriate Hole And  
Release Handle Figure 7 
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Step Six:      Install the Top Brackets 
 

A.  Remove the plastic wrap from the motorized arm  
assembly and  position of  upper bracket at the awning rail. 
The top bracket should straddle the awning rail and be posi-
tioned fully up against the bottom of the rail (figure 11).  
The brackets should be straight up and down (not angled) 
for proper operation.  (See below for your style of bracket) 
     Note:  The distance between the centers of the top 
brackets must be within ½" of  the distance between the 
centers of bottom brackets. Also the awning arms must be 
perpendicular to the awning roller assembly (see page 2). 
 

B.  Secure the bracket into the roof line using two,  
#14 x 3" lag screws. 

Tip:  For best results, pre-drill the lag screw holes 
with a 3/16” bit through the awning rail and slightly into the  
structural support member. Inject silicone sealant into the 
holes before installing the lag screws. 
 

D. Repeat steps 5A through 5D for adjusting the length of 
the non-motorized arm assembly.  
 
       Note: Both the motorized and non-motorized arm  
assemblies should use the same numbered hole when  
releasing the handle pin into the hole of the adjustable arm.   
 
E. Now that the ONE-Touch awning is assembled and  
adjusted for the RV, use two helpers to lift the awning into a 
vertical position so the roller assembly is at the top. 
 
        Warning: Exercise caution when lifting and handling 
the awning assembly.  Both arm assemblies must remain 
perpendicular to the roller assembly and parallel to each 
other (see page 2). Failure to handle  the awning arms in 
this way will bend the drive shafts.  
 
        Tip:  Silicone spray lubricant applied to the awning rail 
will allow for easier installation during step 5F.  
 
F.  Carefully slide the awning polyrod or the Alumaguard drip 
rail into the awning rail as the helpers alternately guide the 
front and rear arms (figure 10). 

Insert canopy 
or Alumaguard 

Awning Rail   

Figure 10 
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Position  
adjustable legs 
as required to ensure 
the top brackets  
install  straight up 
and down, not angled 

Adjustable Bracket  

RV wall 

G.  Once the awning arms are aligned with the previously  
installed bottom brackets, snap the bottom portion of each ad-
justable leg into its bottom bracket and allow the awning to lean 
away from the side of the RV.  

E.  Once the handle pin is positioned in the appropriate 
hole per Table 1, count down three holes.  This is where 
the arm stop will be located. 
 
F.  Install arm stop by inserting the bolt through the  
aluminum block and then from the inside of the arm, 
through the 3rd hole down from where the handle pin is.  
Thread round nut onto bolt from outside of the adjustable 
arm.   

Install Stop In 3rd Hole Down 
From Handle Pin 

Stop Bolt Installed 

THIS PORTION OF THE INSTALLATION IS 
NOW COMPLETE.  FOR THE REST OF THE 
 INSTALLATION, FOLLOW THE “GOLD”  
MANUAL BEGINNING ON PAGE  8. 

Figure 9 

Figure 8 

Figure 11 
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052966-001 Carefree ONE-Touch Awning 

  Section Two                                                   Operational Instructions 

THE ONE-Touch “GOLD” AWNING CAN BE USED ONLY 
IN THE MANUAL MODE.  THE MANUAL MODE  
REQUIRES YOU TO PLACE THE RIGHT SIDE ROCKER 
SWITCH ON THE SWITCH PANEL IN THE “MANUAL” 
POSITION AND THEN DEPRESS THE OTHER SWITCH 
TO EXTEND AND RETRACT AWNING.   
Warning: If the awning is partially deployed the awning will 
not be resistant to wind; partial extension is recommended 
in calm conditions only. Additionally, Do not extend the awn-
ing in gusty wind conditions. If the awning is to be left  
unattended or used in breezy wind conditions, it is 
highly recommended that the Wind Braces provided to  
be positioned between both Rafter assemblies and Arm 
assemblies. 
      Note: The RV must be positioned relatively level for the 
Carefree ONE-Touch awning to operate properly. 
 
     Tip: For optimum performance, be sure the battery  
systems are fully charged or the power converter  
energized. 

How the Power Control Module Works 
 
To prevent damage to the ONE-Touch motor and circuitry, 
the Power Control Module monitors the current drawn by 
the motor.  If the current draw exceeds the preset factory 
level, the power control module shuts off the power to the 
awning momentarily. This will occur if the power switch 
continues to be operated after the awning is fully retracted 
or extended. To reduce wear on the awning and it’s power 
system do not continue to operate the power switch after 
full extension or retraction.  

Step One:  To Extend or Retract the Awning 
      
A. TO EXTEND:  Place the 3 position Rocker Switch on the 
right hand side of the Switch Panel in the Manual position by 
pushing down on the switch at the location marked 
“Manual”. (figure 17) Operate the power switch in the 
“EXTEND” mode. Extend the awning until the roller assem-
bly stops turning. At this point the fabric will be slightly slack. 
Jog the “RETRACT and/ or EXTEND” switch slightly to 
tighten canopy.  
   
Note: If the awning is only to be partially extended,  
simply release the momentary rocker switch when the  
awning is extended to the point desired. 
 

B.  Pull the Arm Lift Handle outward on one end until the 
handle pin disengages from the hole in the lower foot.  With 
one hand holding the handle outward and the other on the 
arm, elevate the front of the awning to the desired height. 
NOTE:  IN SOME APPLICATIONS,  ELEVATING THE 
FRONT OF THE AWNING CAN HELP TO GAIN DOOR 
CLEARANCE, PLUS IT ALLOWS YOU TO POSITION 
ONE END OF THE AWNING HIGHER THAN THE OTHER 
TO ASSIST WITH WATER RUN OFF.  THIS DOES NOT 
HOWEVER APPLY TO ALL INSTALLATIONS.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
A.  TO RETRACT:   Carefully pull upward on lift handle with 
one hand while hanging on to awning arm with the other.  
Once the handle pin is released from the engaging hole in 
the lower foot, lower arm down to its lowest position.  
 
B.  With the right hand switch of the switch panel still in the 
Manual Positon, operate the power switch in the 
“RETRACT” position until the awning is fully  
retracted. 
 
C.  Place switch panel in the OFF position. 
 
 
 
 
 
 
 
 
 
 
 

Press Here 
To 
Place In  
Manual 
Mode 

Press Here 
To 
Extend Or 
Retract  

Pull Outward On Lift Use Other Hand 
Further Up On 
Arm 

Page 8 

Man
ua

l C
om

pli
men

ts 
of 

Nort
hw

es
t R

V S
up

ply
 

 

Prin
ted

 From
 

 ht
tp:

//w
ww.nw

rvs
up

ply
.co

m



 
 

 
 
 
 
 

052966-001 Carefree ONE-Touch Awning 

  Section Two                                            Operational Instructions (cont.) 

Emergency Retraction of Awning 
 
If an alternative 12 volt power source is available: 
If power from the RV is unavailable for operation, the  
Carefree ONE-Touch awning can be safely retracted by   
disconnecting the power plug (located on the outside 
of wall of RV) and applying a positive and negative 12-
volts to the two terminals located on the bottom side of 
the motor housing.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Using the jumper cables provided attach a jumper lead to 
each of the terminals. Connect other ends of jumper Cables 
to 12V source. If the awning does not retract reverse the 
leads.  
 

Caution: Be careful when retracting the awning in this 
manner as the awning may move abruptly; it will be  
necessary to maintain contact with each of the two  
 terminals throughout the retraction process. 
 

If no alternative 12 volt power source is available: 
If power from the RV is unavailable for operation and no  
alternative 12 Volt power source is available,  
 

The Carefree ONE-Touch awning can be safely retracted 
by disconnecting the power plug (located on the outside of 
wall of RV) and using a reversible electric drill fitted with the 
straight 9/64” hex key provided to turn the motor or using 
the L shaped hex key and turning it by hand. 
 

The portion of the motor that can be turned is  
accessible though an opening at the base of the motor 
housing.  
 

Caution: Operate the drill in reverse at a low power  
setting to retract the awning. It will be necessary to 
turn the motor with the drill throughout the retraction  
process. 

Terminals 
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This Manual is Compliments of 

Northwest RV Supply 
86325 College View Road 

Eugene, OR 97405 

Local: 541-746-9092 

Toll-Free: 866-678-7467 

Fax: 541-736-5573 

http://www.nwrvsupply.com 

mail@nwrvsupply.com 

 

Northwest RV Supply carries a large spectrum of surplus, used, and new 

RV parts and components. Please feel free to visit our website for 

additional information. 




