


4.  VW BRACKETS (1993 & NEWER) (cont.)
 
G. Drill a 1/4” hole in each of the supplied rubber plates.
 
H. Remove the paper backing from the rubber plates.  Line up the holes

with those in the brackets and stick the rubber plates to the back of
the brackets.

 
I. Position brackets over holes and thread the M6 x 25 bolts into

jacknuts.  Tighten until snug using a 10mm socket.
  NOTE:  IF THE

JACKNUTS TURN
LOOSE, BACK
BOLTS OUT AND
PLACE A
SERRATED LOCK
WASHER
BETWEEN THE
JACKNUTS AND
THE BRACKETS
INSTEAD OF THE
RUBBER PLATES
AND TIGHTEN
DOWN.  ONCE
TIGHT, REMOVE
BRACKET AND REINSTALL USING THE RUBBER PLATES.

 
J. Slide the awning case onto the brackets.
 
K. Drill through the lower part of the back of

the case from the inside and into each
mounting bracket.   Attach the case to the
brackets with the (2) #10 x 5/8” Phillips
head screws.

5.  ROOF MOUNT BRACKETS

A. For applications where the top of
the awning case can be mounted
approximately roof height, bolt
bracket through wall and into roof
as shown.

 
 
 
 
 
 
 
 
B. For applications where the case

needs to sit above the roof line in
order to provide clearance for lights,
doors, etc., bolt bracket through the
wall and into the roof as shown.

 

6.  BOTTOM BRACKET INSTALLATION

NOTE:  CARE MUST BE TAKEN TO ENSURE BOTTOM BRACKETS
ARE ANCHORED FIRMLY INTO A SOLID STRUCTURE!

A. Open the awning by pressing on the locks on the right and left hand
sides of the awning housing cover.  Unroll to full extension.

 
B. Unlock the secondary support arms and stand them on the ground.

(See operating instructions)
 
C. Release the upper braces.  (See operating instructions)  Place the

slot in the end of the upper braces over the hook portion of the top
brackets located in the corners of the case.  Pull braces outward and
tension fabric.

 
D. Align the bottom brackets so

they are in a diagonal position in
line with the secondary support
arm.  The bracket must be
positioned as shown.

 NOTE:  IDEAL MOUNTING
POSITION IS 30’’ TO 38”
BELOW THE BOTTOM OF
THE AWNING CASE.

 
E. Drill (2) 5/32” holes and mount

bracket using the 3/4” Phillips
head screws provided.
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This Manual is Compliments of 

Northwest RV Supply 
86325 College View Road 

Eugene, OR 97405 

Local: 541-746-9092 

Toll-Free: 866-678-7467 

Fax: 541-736-5573 

http://www.nwrvsupply.com 

mail@nwrvsupply.com 

 

Northwest RV Supply carries a large spectrum of surplus, used, and new 

RV parts and components. Please feel free to visit our website for 

additional information. 




