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Carefree of Colorado Installation Manual MANUAL PATIO AWNING

Installing the Stop Bolt

P,
1. Retract the awning. Arm Latc/h// “
Z=
2. Observe if the centerline of the roll bar is level with \’
or slightly higher than the centerline of the awning
rail. (Refer to page 2.) The bottom of the roll bar Hole Below—"1
must not be higher than the awning rail. Upper Channel

3. Adjust the arm length as required. Open the arm
handle and slide the lower channel up or down as
required. Close the handle and slide the lower
channel until the locking pin clicks into the nearest Q%)
positioning hole.
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Figure 8. Stop Bolt.
5. From the inside of the channel, insert a 1/4-20 x 7/16 quadrex head screw with a star washer through the hole.
Slide the centering spacer over the screw and inside the mounting hole. Secure with a 1/4-20 cap nut.
Tip: It may be necessary to lift the upper channel to tighten the cap nut.

6. Repeat for other arm.

1/4-20 Cap Nut~/‘

4. Mark the position stop hole that is directly below
the upper channel. Spacer

Securing the Fabric
1. Roll the awning in and out several times to make sure that the fabric is square on the rollbar.

2. (refer to Figure 9) Secure the canopy fabric or Alumaguard using one, #6 x 3/8" hex head screw at
both sides of the awning.
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Figure 9. Securing the Fabric.

2.1 For vinyl awnings, place screw through awning rail, polyrod and canopy approximately 1” in from
the end of the fabric.

2.2 For Uniguard awnings, place screw through awning rail, polyrod and the soft connect material
approximately 1" in from the end of the fabric.

2.3 For Alumaguard awnings, place screw on the outer edge of the Alumaguard.

Installing the Rubber Bumpers
Because of vibration and movement, it may be necessary to "tighten" the awning arms when stored in the
travel position. Two rubber bumpers are provided for this purpose.

1. Open the awning to expose the top of the upper brace. Rubber Bumpg
2. Peel and stick a rubber bumper on the upper brace, opposite the locking /

knob as shown.
/

3. Repeat for second arm.
Locking Knob (ref)

SF013

Figure 10. Installing the
Rubber Bumpers.
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MANUAL PATIO AWNING Installation Manual Carefree of Colorado

THIN-LITE POWER (SPIRIT FX ONLY)
The Thin-Lite is powered by the vehicle's 12VDC system. An exterior receptacle is used for the light cord plug.

1. Determine the location of the receptacle.
e Locate the receptacle so that there is easy access to a 12VDC power source such as interior
overhead cabinet lights, a 12VDC switch near the door etc.

e Determine the position of the receptacle so thatit . .. (:S?:gerltesrs
can be comfortably reached for easy operation. onnectors

Receptacle
e Position the bracket and receptacle so that when Bracket +12VDC
the cord is plugged in it does not create an !.%]_.(
obstacle (i.e. headroom for walking under). — == Ground
2. At the predetermined location, drill an 11/16 inch hole GW\¥#€3x 1/2 Screws Thin ite003

into the mounting surface. Figure 11. Mounting the Power Receptacle.
Attach the receptacle to the bracket as shown.

Route the wires from the receptacle through the hole drilled in step 2. Position the bracket and
receptacle over the hole and attach using two (2) #6 x 1/2 screws.

5. Two wire clips are furnished, it is not necessary to trim or strip the wires. Place the bottom of the clip over the
existing wire in the coach; insert the wire from the receptacle into the top hole of the clip then, with a pair of
pliers, squeeze the metal plate into the plastic housing then close the plastic cover. Receptacle wires are
marked (+) for 12VDC and (-) for ground.
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